
Dimensions are for reference only,and subject to change without notice 

                                                           

Part NO. T A D1 E H L

SM-22 1/4PT 13 8 25 19 54.5

SM-23 3/8PT 14 9 25 19 55.5

SM-24 1/2PT 17 9 25 21 59

SM-44 1/2PT 17 12 35.5 30 65

SM-46 3/4PT 19 16 35.5 30 67

SM-48 1"PT 22 18 35.5 35 72

LNTERCHANGEABILITY………. 
▓(1)All NL-22(1/4”),NL-23(3/8”),and NL-24(1/2”)model numbers are interchangeable 
▓(2)All NL-44(1/2”),NL-46(3/4”),and NL-48(1”)model numbers are interchangeable 
▓(1)and(2)are not interchangeable with each other 

Structure 
▓ When disconnected  
     The socket valve provides an instant 
     seal,automatically shutting off fluid 
     flow to prevent leakage. 
 

▓ When disconnected  
     The plug and socket engage securely. 
     fuly opening valve automatically to 
     assure maximum fluid flow. 

▓ Table of Dimensions 
SOCKET 
● For male thread connection(SM) 

Part NO. T A E H L

SF-22 1/4PT 13 25 19 50.5

SF-23 3/8PT 14 25 19 51.5

SF-24 1/2PT 17 25 24 54.5

SF-44 1/2PT 17 35.5 30 61

SF-46 3/4PT 19 35.5 30 63

SF-48 1"PT 22 35.5 38 66

● For female thread connection(SF) 



Dimensions are for reference only,and subject to change without notice 

                                   

*1Stainless steel:2hex.54Χφ59   *2Stainless steel:2hex.63Χφ69  

Part NO. T A D1 E H L

SH-22 9.0 29 5 25 19 71.5

SH-23 11.5 33 7 25 19 74.5

SH-24 14.5 36 9 25 19 78.5

SH-44 14.5 36 10 35.5 30 85

SH-46 21 38.5 12 35.5 30 87

SH-48 26.5 40 12 35.5 30 89

● For hose connection(SH) 

● For male thread connection(PM) 

Part NO. T A C D H L

PM-22 1/4PT 13 20.5 7 14 39.5

PM-23 3/8PT 14 20.5 10 17 40.5

PM-24 1/2PT 17 20.5 12 21 45

PM-44 1/2PT 17 23.5 12 22 47.5

PM-46 3/4PT 19 23.5 16 27 50.5

PM-48 1"PT 22 23.5 22 35 55.5



Dimensions are for reference only,and subject to change without notice 

                                                            

*1Stainless steel:2hex.54Χφ59   *2Stainless steel:2hex.63Χφ69  

Part NO. T A D1 E H L

SH-22 9.0 29 5 25 19 71.5

SH-23 11.5 33 7 25 19 74.5

SH-24 14.5 36 9 25 19 78.5

SH-44 14.5 36 10 35.5 30 85

SH-46 21 38.5 12 35.5 30 87

SH-48 26.5 40 12 35.5 30 89

● For female thread connection(PF) 

Part NO. T A C D H L

PM-22 1/4PT 13 20.5 7 14 39.5

PM-23 3/8PT 14 20.5 10 17 40.5

PM-24 1/2PT 17 20.5 12 21 45

PM-44 1/2PT 17 23.5 12 22 47.5

PM-46 3/4PT 19 23.5 16 27 50.5

PM-48 1"PT 22 23.5 22 35 55.5

● For hose  connection(PH) 


